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Introduction

Thank you for using our products!

This product complies with the following standards:
IEC60598-1:2003

[EC60598-2-17:1984+A2:1990

Main features

108 pes high power 3W LEDs

DMX control

Onboard control panel with LCD display

Excellent mixed color system, four dimming curve options
CTC color temperature control

Strobe, with pulse and random effects, fade, opening pulse, closing pulse, 'color
wheel effect, zoom

Motorized zoom providing beam angles from 7° - 50°
540°/630° pan and 270° tilt ranges, self-correcting
Controllable motor speed

Cooling fan speed thermostatically regulated

Overview and Dimensions
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Handling 1
1
Engagement
DMX protocol
This lighting has four Channels modes, 7 channels mode, 9 channels mode, 11
channels mode and 14 channels mode. The default mode is STAGE 14 Channels
mode. If you want to alter it, enter DMX menu.
14 channels mode
! Chanfpélj;;; galue " | Function
| Electronic Shutter effect
OF Shutter closed |
49 Shutter open
4 Strobe 1 (fast — slow) |
? Shutter open -
Strobe 2: opening pulse (fast — slow) |
| Shutter open L
| Strobe 3: closing pulse (fast — slow)
%Shutter open

;];pbe4random strobe (fast — slow)

1 op emng pulse (fast — slow)

S




185 - 189
190 - 204
205 - 209
210-224

225« 229

170 - 184

Strobe 7: burst pulse (fagt — “(‘W) ****
Shutter open

Strobe 8: random byrst pulse (f

ast = slow)
Shutter open

Strobe 9: sine waye (fast — slow)

Shutter open

230-244 | Strobe 10: burst (fast — slow) |
245 - 255 Shutter open _ ‘|
Global dimmer
CH2
000-255 0~100%
Pan
CH3 000-255 0~540° /0~630° |
(the maximum angle base in the setting in menu)
CH4 000-255 Pan fine |
Tilt |
CH5
000-255 0~270°
CH6 000-255 Tilt fine
' Scan speed
000~225 Fast to slow
226~255 Natural speed(fast)
CH7

If selected the “Scan BlackOut; ON™ function in SET
e is 226~236,




045-049

050-054
055-059
060-064
065-069
070-074
075-079
080-084
085-089
090-094
095-099
100-104
105-109
110-114
115-119
120-124
125129
130-134
135-139
140-144
145-149

Gold Amber

Tokyo Blue

Deep Blue

Just Blue
Medium Blue
Double CT Blue
Slate Blue

Full CT Blue
Half CT Blue
Steel Blue
Lighter Blue
Light Blue
Medium Blue Green
Dark Green
Primary Green
Moss Green
Fern Green
JAS Green
Lime Green
Spring Yellow
Deep Amber
Chrome Orange
Orange

ium Gold




G0t
( Random color
J 235-239 [-ast
| 240-244 | Medium
{
245-249 Slow
250-255 Open
Red dimmer B oo
“H9
Be 000-255 | 0~100% |
Green dimmer :
CHIO0 4
B 000-255 0~100% |
Blue dimmer TR
| CHI11 |
| 000-255 0~100% |
| White dimmer
GEi2. |
000-255 0~100% |
Color temperature control |
CHI13 000-019 No function |
020-255 e
Z
CH14 S
000-255 S0ESEs T
11 channels mode
Value Function

| Channel
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Shutter open

125 - 129
130 - 144 Strobe 5: random opening pulse (fast = slow)
145 - 149 Shutter open
150 - 164 Strobe 6: random closing pulse (fast — slow)
165 - 169 Shutter open
170 - 184 Strobe 7: burst pulse (fast — slow)
185-189 Shutter open
190 - 204 Strobe 8: random burst pulse (fast — slow)
205 - 209 Shutter open
210-224 Strobe 9: sine wave (fast — slow)
225 - 229 Shutter open
230 - 244 Strobe 10: burst (fast — slow)
245 - 255 Shutter open
CL2 Global dimmer
000-255 0~100%
Pan
CH3 000-255 0~540° /0~630°
(the maximum angle base in the setting in menu)
CH4 000-255 Pan fine ‘
| cus imilt.
LR 000-255 0~270°
CH6 | 000-255 | Tilt fine

Red dimmer




9 channels mode

-‘r('hanncl 1 Value Function Bl
;\ : i Pan ki
| cH1 | 000-255 0~540° /0~630°
B st (the maximum angle base in the setting in menu)
| CHZ 000-255 Pan fine —
3 Tilt —
| 000-255 | 0~270°
CH4 000-255 | Tilt fine |
Red dimmer i |
GCHS:
000-255 0~100% |
Green dimmer ]
CH6 # |
000-255 0~100% |
Blue dimmer |
GHY i ,
000-255 0~100% |
White dimmer
CHS8
000-255 0~100%
CHO Lo |
000-255 507 = 7 il
7 channels mode
’Chan_nel Value Function




hoiis
Full Max. cooling fan speed 3
| _ & e Eie
Time: twmnyss Software creation time
R T e
nformation Date: mm/dd/vy Soltware creation date
Use Time Use Time |

Technical parameters

Rated voltage: AC100~240V, 50/60Hz

Power: 320W

Light source: 108 PCS 3W LED (28R+28G+28B+24W)
LED lifespan: About 50,000hours

Dimming curve:: square, inversé square, S-curve optional

Effects: Strobe, with pulse and random effects, opening pulse, closing pulse, ‘color

wheel effect, and zoom

Channel quantity: 7, 9, 11, 14 optional

Pan: 540° /630° Tilt :270°

Zoom: linear zoom 7° ~50°

Con.trOl.qnode:_DMXSIZ, Master/slave, Sound actived

Working environment: indoor




