DMX Channel Assignments [30 channel mode].

CH Feature Functionality DMX Values
1 In-built programs No function 000-015
Program #1 016-045
Program #2 046-075
Program #3 076-105
Program #4 106-135
Program #5 136-165
Program #6 166-195
Program #7 196-225
Program #8 226-255
2 Pan Coarse 0 to 540 degree Pan movement 000-255
3 Tilt Coarse 0 to 270 degrees Tilt movement 000-255
4 Pan Fine Fine control relative to the Pan Coarse position 000-255
5 Tilt Fine Fine control relative to the Tilt Coarse position 000-255
6 Movement (Pan & Tilt) speed control Fastest Movement at 000. Slowest Movement at 255 000-255
7 Dimmer 000 is Black out. 255 is maximum output. Shutter MUST be OPEN. 000-255
8 Shutter (Strobe) Closed 000-007
Shutter strobing at slowest setting 008
Shutter strobing at fastest setting 250
Shutter open (no strobing) 251-255
9 Color wheel Open no color 000-015
Color 1 (Red) 016-031
Color 2 (Yellow) 032-047
Color 3 (Blue) 048-063
Color 4 (Green) 064-079
Color 5 (Orange) 080-095
Color 6 (Light Blue) 096-111
Color 7 (Purple) 112-127
Color wheel rotation from slow to fast (rainbow) 128-255
10 Gobo Select Open no gobo 000-015
Gobo 1 016-031
Gobo 2 032-047
Gobo 3 048-063
Gobo 4 064-079
Gobo 5 080-095
Gobo 6 096-111
Gobo 7 112-127
Gobo wheel rotation slow to fast in counterclockwise direction 128-192
Gobo wheel rotation slow to fast in clockwise direction 193-255
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11 Gobo Rotation No function 000-015
Positioning the gobo manually 016-095
Oscillation of gobo back & forth small amplitude 90° 096-115
Oscillation of gobo back & forth medium amplitude 180° 116-135
Oscillation of gobo back & forth large amplitude 360° 136-155
Rotation clockwise random movement 156-175
Rotation counterclockwise slow to fast 176-215
Rotation clockwise slow to fast 216-255
000 is Black out. 255 is maximum output. For the leds in the circular
12 Master dimmer for circular led cluster front cluster to be seen. The Master, this channel, must value a 000-255
value >000.
13 Red for the whole circular led cluster Channel 12 must be at a value >000. Max being 255 000-255
14 Green for the whole circular led cluster Channel 12 must be at a value >000. Max being 255 000-255
15 Blue for the whole circular led cluster Channel 12 must be at a value >000. Max being 255 000-255
16 RGB tri-color macros No function 000-007
(Channel 12 must be at a value >000. Color 1 (Red) 008-015
Max being 255). Color 2 (Green) 016-023
Color 3 (Deep Blue) 024-031
Color 4 (Yellow) 032-039
Color 5 (Magenta) 040-047
Color 6 (Cyan) 048-055
Color 7 (%2 CTB) 056-063
Color 8 (Light Green) 064-071
Color 9 (Purple) 072-079
Color10 (Full CTB) 080-087
Color 11 (Yellow/Orange) 088-095
Colorl2 (Medium Blue) 096-103
Color 13 (Lavender) 104-111
Color 14 (Rose) 112-119
Color 15 (Turquoise) 120-127
Color 16 ( Warm White) 128-135
Cross Fade from Color to Color increasing in speed 136-195
Snap from Color to Color increasing in speed 196-255
17 Strobing for the whole circular led cluster No Function 000-007
Cross fade (ramping up & down the light output) from slow to fast 008-037
Step (no cross fade) strobing from slow to fast 038-067
No Function 068-255
18 Red Only in quadrant 1. (Ch 12 must be at a value >000. Max 255) 000-255
19 Green Only in quadrant 1. (Ch 12 must be at a value >000. Max 255) 000-255
20 Blue Only in quadrant 1. (Ch 12 must be at a value >000. Max 255) 000-255
21 Red Only in quadrant 2. (Ch 12 must be at a value >000. Max 255) 000-255
22 Green Only in quadrant 2. (Ch 12 must be at a value >000. Max 255) 000-255
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23 Blue Only in quadrant 2. (Ch 12 must be at a value >000. Max 255) 000-255
24 Red Only in quadrant 3. (Ch 12 must be at a value >000. Max 255) 000-255
25 Green Only in quadrant 3. (Ch 12 must be at a value >000. Max 255) 000-255
26 Blue Only in quadrant 3. (Ch 12 must be at a value >000. Max 255) 000-255
27 Red Only in quadrant 4. (Ch 12 must be at a value >000. Max 255) 000-255
28 Green Only in quadrant 4. (Ch 12 must be at a value >000. Max 255) 000-255
29 Blue Only in quadrant 4. (Ch 12 must be at a value >000. Max 255) 000-255
30 Reset Reset. Please remember to pull this channel down after the reset 250-253

commences. Otherwise reset will just keep repeating ad nauseam!!




